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Note that this change does not affect users of other 
terminals, such as the IBM 2741. Users with ques- 
tions should contact Jack DiGiuseppe at 764-2121. 

y/PL/I Subroutines PLC ALL and RAND Changed: 

Effective at 8:45 p.m., 31 May 1974, the file *PL1LIB 
acquired two changed subroutines. PLCALL subrou- 
tines have now been updated to reflect changes which 
were not implemented when the write-up describing 
PLCALL subroutine changes first appeared in the 
Newsletter (24 August 1973). This update makes the 
parameter list passed by PLCALL subprograms 
closer in form to those used in MTS FORTRAN. 
Specifically, the last word in the parameter list 
pointed to by general register 1 has the high-order 
bit set to 1. This feature can be used by subprograms 
that accept a variable number of parameters to de- 
termine when the last parameter has been reached. 

In addition, the subroutine RAND has been ex- 
tended to allow a zero argument, which is capable of 
automatically generating a random number based on 
the time of day. 

y/FREAD Available in 'LIBRARY: A new free for 
mat input subroutine called FREAD is now available 
in the file "LIBRARY. This subroutine was written 
for MTS at the University of British Columbia and 
is specifically designed to be called for FORTRAN 
programs. Documentation of this subroutine will ap- 
pear shortly as CCMemo 276. 

v/NEW:IEHMOVE to Replace 'IEHMOVE: A new 

version of *IEHM0VE has been written and is now 
in the file NEW:IEHMOVE, where it will remain until 
1 July 1974. At that time the contents of NEW: 
IEHMOVE will be moved to *IEHMOVE, and the 
previous contents of *IEHM0VE will be moved to 
OLD: IEHMOVE. On 1 August 1974, the contents of 
OLD: IEHMOVE will be destroyed. The new version 
will be described soon in CCMemo 275. 
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The Newsletter is published every two weeks from September 
through April and every three weeks from May through August. 
Copies are freely available at the Computing Center (North Cam- 
pus) and at NUBS, the North University Building remote batch sta- 
tion (Main Campus); they will also be sent upon request to indi- 
viduals in University academic, administrative, and research units. 
We regret that we are unable to send copies to local users via U.S. 
mail, or to individual users in University residence 
halls. Persons not affiliated with The University of Michigan 
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Checks should be made out to The University of Michigan. We will 
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The Newsletter welcomes readers' contributions. To be considered 
for publication, they should bear the author's name, address, and 
phone number. We will withhold the author's name upon request. 
Communications may be sent to the editor or dropped into the 
suggestion boxes. 

Portions of the Newsletter may be reprinted without permission 
so long as the source is clearly acknowledged. To avoid misunder- 
standings, any abridgments of reprinted material should be indi- 
cated by ellipsis marks (...) and editorial interpolations should be 
enclosed in brackets. 

Editor: Mrs. Mary Ann Wilkes 

Subscriptions: Mrs. Grace Preston 
Computing Center 
1075 Beal Avenue 

Ann Arbor, Michigan 48105 
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[Editor's Note: At the request of many users as well as our own staff 
members, the following article is reprinted from the University of British 
Columbia Computing Center Newsletter. It was written by J. Berryman. and 
appeared most recently in its entirety in Vol. 6. Number 2. February 1974. 
Minor changes have been made in keeping with the minor differences that 
exist between UBC's Computing Center and our own.] 



PART I 

Certain computer systems (MTS, for one) use a 
process called paging to increase the effective mem- 
ory capacities of their machines. To help explain 
this process we have invented a game that is played 
by the same rules as those that control the paging 
process. Understanding the game is easier than un- 
derstanding the actual paging process, because com- 
puters usually are surrounded by an air of confusion 
and mystery whereas games usually aren't. Part I 
gives the game rules, Part II gives the corresponding 
rules for the actual process, and Part III discusses 
the object of the game and how you can make the 
paging mechanism work best for your programs. 

The Crating Game 

Rules 

1. You can have up to eight million things. So can 
everybody else. 

2. Things are kept in crates that hold 4096 things 
each. Things in the same crate are called crate- 
mates. 

3. Crates are stored either in the workshop or the 
warehouse. The workshop is almost always too 
small to hold all the crates. 

4. There is only one workshop and two warehouses. 
Everybody shares them. 

5. Each thing has its own thing number. 

6. What you do with a thing is to zark it. Everybody 
takes turns zarking. 

7. You can zark only your things, not anybody else's. 

8. Things can be zarked only when they're in the 
workshop. 

9. Only the Thing King knows whether a thing is in 
the workshop or in one of the warehouses. 

10. The longer a thing goes without being zarked, the 
grubbier it is said to become. 

11. The way you get your things is to ask the Thing 
King. The Thing King gives out things only in 
bunches of eight. This is to keep the royal over- 
head down. 

12. The way you zark one of your things is to give its 
thing number. If you give the number of a thing 
that happens to be in the workshop, it is zarked 
immediately. If not, the Thing King finds the 
grubbiest thing in the workshop, whether it is 
yours or somebody else's. He packs it off — in its 
crate, with all its crate-mates— to the warehouse. 
In its place, he puts the crate containing your 
thing. Your thing then gets zarked, even though 
the Thing King had to go to some trouble for you. 
You never know that your thing wasn't in the 
shop all along. 
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13. Each player's stock of things is numbered in the 
same range, 1 to 8,000,000. The thing King always 
knows who owns what thing and whose turn it is, 
so you can't ever accidentally zark someone 
else's thing, even if one of your things has the 
same thing number. 

Notes 

1 . Traditionally, the Thing King sits at a large, seg- 
mented table and is attended to by pages (the so- 
called table pages) whose job it is to help the King 
remember where all the things are. 

2. One consequence of Rule 13 is that everybody's 
thing-numbers will be similar from game to game, 
regardless of the number of players. 

3. The Thing King has a few things of his own, some 
of which move back and forth from the ware- 
houses to the workshop just like anybody else's, 
but some are just too heavy to move out of the 
workshop. 

4. With the given set of rules, oft-zarked things tend 
to get kept mostly in the workshop, while little- 
zarked things stay mostly in one of the ware- 
houses. This is efficient stock control. 

5. Sometimes even the warehouses get full. The 
Thing King then has to start piling things on the 
dump out back. This makes the game slower be- 
cause it takes a long time to get things from the 
dump when they are needed in the workshop. The 
Thing King follows a rule that minimizes this 
delay: When the warehouse begins to get too full, 
the Thing King uses his spare time to move the 
grubbiest things in the warehouses out to the 
dump. This means that the most infrequently 
zarked things will end up in the dump so that the 
Thing King won't have to get things from the 
dump very often. This keeps the game from get- 
ting too slow when there are a lot of players and a 
large number of things to store. 

LONG LIVE THE THING KING! 
PART II 

In Part I we said that paging was a process by 
which some computer systems, including ours, 
"stretch" the effective sizes of their memories. We 
described an imaginary game that was played by 
the same rules that govern the paging process. In 
this part we'll list the rules again, this time using 
computing terms instead of the terms of the game. 
Compare each paging rule given below with the cor- 
responding game rule. 

The Paging System 

Rules 

1. Any computer job can have up to 8,388,608 bytes 
of memory at once. 

2. Memory is divided into pages of 4096 bytes each. 

3. Pages are stored either in the real memory or on 
a paging device. The real memory is almost al- 
ways too small to hold all the pages. 



4. There is only one real memory (two million bytes 
of storage) and two principal paging devices 
(IBM 2301 drum storage units). All the jobs share 
them. 

5. Each byte has an address. 

6. What you do to bytes is to reference (i.e., store 
data in or fetch data from) them. Jobs take turns 
referencing. 

7. Jobs can reference only their own bytes, not any- 
body else's. 

8. Bytes can be referenced only when they're in real 
memory. 

9. Only the operating system (i.e., MTS, the super- 
visor, and paging-device program) knows wheth- 
er a byte is in real memory or on the paging 
device. 

10. The longer a byte (or a page) goes without being 
referenced, the less current it is said to become. 

11. The way a job gets bytes is to request them from 
the system. Memory is allocated in groups of 
eight bytes (doublewords) to make the system's 
recordkeeping process easier. 

12. The way a job references something is to give its 
address. Addresses are generally given by mak- 
ing them operands of machine language instruc- 
tions, contents of hardware registers, etc. At any 
rate, if a job gives the address of a byte that is in 
real memory, the reference is completed immedi- 
ately. If the byte is on a paging device, the sys- 
tem finds the least current page in real memory 
and writes it onto a paging device. It then reads 
into real memory the page containing the byte to 
be referenced. The reference is then completed, 
just as though nothing special had happened. 

13. All jobs' addresses are in the same range. The 
system knows whose memory is whose and which 
job is doing the referencing, so that one job can- 
not reference another job's bytes. 

Notes 

1. The system keeps track of all the bytes (for a 
given user) by using one master table, called a 
segment table, and a bunch of little tables, called 
page tables. 

2. Because of Rule 13, the addresses that a job gets 
don't depend on the number of jobs currently on 
the computer. 

3. The system has its own storage, some of which 
migrates from paging devices to real memory and 
back just like ordinary memory, but some of 
which, for a variety of good reasons, stays in real 
storage all the time. 

4. Under the above rules, pages that are referenced 
often tend to stay in real memory, while little- 
used pages stay on a paging device. This makes 
efficient use of real storage, which is expensive. 

5. Sometimes the available space on the principal 
paging devices gets full. When this situation 
threatens, the system uses its un-busy moments to 
select the least current pages on the principal pag- 
ing devices and move them to a disk pack. This 
method of using the disk pack minimizes the 
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2,000,000 bytes 
7,200,000 bytes 
100,000,000 bytes 



109,200,000 bytes 



amount of disk referencing, so that the disk's 
slower speed won't impede system performance 
too much. 

Real Memory Stretching 

(Part I game terms are in parentheses, following 
their real counterparts.) 

Notice that without paging, the total number of 
bytes (things) that a computer can store is equal to 
the capacity of its real memory (workshop) alone. 
With paging, the total number of stored bytes 
(things) is equal to the real memory (workshop) 
capacity plus the paging devices (warehouses) ca- 
pacity plus the disk (dump) capacity. In our case, 
the approximate figures are: 

Total Real Memory (Workshop) 

Total Drum (Warehouse) 

Total Disk (Dump) 

Total Available Memory 
for All Jobs at 
Any One Time 

Paged memory is called virtual memory to dis- 
tinguish it from ordinary (real) memory. 

Virtual memory is MUCH cheaper than equal 
amounts of real memory. Real memory is at least 
ten times as expensive as drum and disk memory. 
Consequently, our virtual memory, which consists 
mostly of drum and disk storage, costs much less 
than an ordinary, 100-percent real memory of the 
same size. 

PART m 

In Part I we invented a game whose rules paralleled 
the real rules of memory paging; in Part II we gave 
the real rules. In this part we'll discuss the impli- 
cations of those rules for programmers who are us- 
ing a paging machine. 

When writing programs, there is only one rule that 
need be followed: 

LOCALIZE YOUR REFERENCES. 

What does this mean? It means that you should 
write your programs so that they refer to storage 
in as contiguous and non-scattered a way as possible. 
Let's take a pair of simple FORTRAN examples. 
We'll exaggerate the severity of the problem for the 
sake of explanation, then consider a more realistic 
example later. 

Program A: DIMENSION X (2000) 
X(l)=50. 
X(1999)=40. 
X(2)=30. 
X(2000)=20. 
STOP 
END 

Program B: DIMENSION X (2000) 
X(l)=50. 
X(2)=30. 
X(1999)=40. 
X (2000) =20. 
STOP 
END 



Both of these programs do the same thing; Pro- 
gram B does it more efficiently. Why? Let's look at 
the array X in the context of paging. X is 2000 words 
long; each word takes 4 bytes, so X requires 8000 
bytes of storage. Since each page is 4096 bytes of 
virtual memory, X takes a bit less than 2 pages. Since 
the elements of arrays like X are arranged in sub- 
script order, X(l) and X(2) will fall in one page, 
while X(1999) and X(2000) will fall in another. We 
can draw a little map of X in storage: 

PAGE * 

A 
S 
C 
E 

X(l) N 
X(2) D 

I 
N 
G 

A 

X(1999) D 
X(2000) D 

R 
E 
S 

PAGE S 

If X starts near the end of a page, the storage map 
might look like this : 



PAGE 



PAGE 



PAGE 



X(l) 
X(2) 



PAGE 



PAGE 



XU999) 
X(2000) 



A 
S 
C 
E 
N 
D 
I 
N 
G 

A 
D 
D 
R 
E 
S 
S 

♦ 



In either case, X(l) and X(2) will be in a different 
page from X(1999) and X(2000). 

Now, let's see what happens when Program A runs. 
Statement/Action 
DIMENSION X(2000) 

Action: None. DIMENSION is non-executable. 
X(l)=50. 

Action: X( 1) is set to 50. However, the page cm- 
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taining X(l) must be in real storage before X(l) 
can be referenced. If the page happens to be on 
the paging device, it must first be read into real 
storage or "paged-in." 

X(1999)=40. 

Action: X(1999) is set to 40. However, since 
X(1999) is not in the same page as X(l), X(1999ys 
page may first have to read from a paging device. 

X(2)=30. 

Action: X(2) is set to 30. X(2) is in the same page 
as X(l); unfortunately, since some time has 
elapsed since X(l) was referenced, X(2)'s (and 
X(l)'s) page may have been "paged-out" to a 
paging device again. Remember that we have a 
timesharing system in which all jobs take turns 
using the same (or parts of the same) real stor- 
age, just as all the players in the crating game 
use the same workshop. Consequently, the whole 
paging process is more active than your job 
alone would have it be. So X(2) f s page might have 
to be reread from a paging device into real mem- 
ory. 

X (2000) =20. 

Action: X(2000) is set to 20. X(2000) is in the 
same page as X(1999). Unfortunately, just as for 
X(2Ys and X(l)'s page, X(2000) f s page might 
have to be paged-in. 

STOP 

Action: Program terminates. 
END 

Action: None 

Now we'll trace Program B. 
Statement/ Action 
DIMENSION X(2000) 

Action: None 
X(l)=50. 

Action: X(l) is set to 50. Like Program A, X(l)'s 
page may have to be read from a paging device. 
X(2)=30. 

Action: X(2) is set to 30. Unlike Program A, 
X(2)'s page will almost certainly not have to be 
reread, since it was referenced only an instant 
ago. 

X(1999)=40. 

Action: X(1999) is set to 40. Like Program A, 
X(1999) f s page may well have to be read from a 
paging device. 

X (2000) =20. 

Action: X(2000) is set to 20. Like X(l)'s page, 
X(2000)'s page probably won't need to be reread. 

STOP 

Action: Program terminates. 
END 

Action: None 

Program B is better than Program A because it 
tends to require a smaller number of page-reads. 
This is true because Program B localizes its refer- 
ences; it does all its work on one page before moving 
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on to the next, whereas Program A bounces its refer- 
ences back and forth from page to page. 

"So what?" someone says. "Page-reads are free, 
aren't they?" No, we say. Although the system 
doesn't charge for page-reads per se, each page-read 
uses a certain amount of CPU time, part of which you 
are charged for. Also, page-reads increase the 
elapsed time of a run by making the system (which 
operates much faster than the paging device) sus- 
pend your job until your page can be recalled into 
main memory from the paging device. 

As we said, the example we've used isn't quanti- 
tatively accurate— in actual fact, Program A prob- 
ably would have needed no more page-reads than 
Program B. The four statements would probably 
have been executed so quickly that once both pages 
came into real memory, either program — A or B — 
would have finished before the vagaries of the paging 
mechanism found it necessary to put any pages back 
onto the paging device. 

However, for large arrays, these subtleties can 
grow into expensive disasters. How does this hap- 
pen? Let's look at a more true-to-life example. 
Program C : DIMENSION X(1000,250) 

DO 100 1=1,1000 

DO 100 J=l,250 
100 X(I,J)=0.0 

STOP 

END 

Program D: DIMENSION X(1000,250) 
DO 100 J= 1,250 
DO 100 1=1,1000 
100 X(I,J)=0.0 
STOP 
END 

These two programs were compiled and run by 
your author. Program D (the right way) took 4.12 
seconds of CPU time and required 17 page-reads. 
Program C was stopped before it had finished; when 
it was stopped, at about Vs toward completion, it had 
used 0.50 seconds of CPU time and had needed more 
than 3560 page-reads! The test was made on the 
360/67 under conditions of moderately heavy loading. 
In a very busy time, the difference would have been 
greater; in a slack time, the difference would have 
been less. Why? Let's look at how these programs 
referenced their data. 

Multi-dimensioned arrays in FORTRAN are stored 
internally in column-major order. This means that 
the array X in Programs C and D would have been 
stored in the following order: 
X(1,1)...X(1000,1),X(1,2)...X(1000,2),...,X(1,250)... 

X(1000,250) 

That is, the array elements for column 1 (for all 
rows) are stored at the beginning addresses of the 
array; next, in ascending addresses, are all of the 
elements of column 2, and so forth. The elements of 
column 250 occupy the highest addresses in the re- 
gion of storage allocated to the array X. Note that 
the total size of this array is 1,000,000 bytes— four 
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bytes for each of 250,000 array elements. This 
amounts to just about one-half of the total real mem- 
ory if the entire array were paged-in. It is also worth- 
while noting that each column requires 4000 bytes, or 
nearly a whole page. Consequently, the first elements 
(i.e., the row-1 elements) of consecutive columns will 
be found at intervals of 4000 bytes. Thus, the chances 
are very good that the row-1 element of one column 
will be located on a different page from the row-1 
element of the next column. It should be apparent 
that this argument is valid for rows 2, 3, and all the 
remaining rows of the array. 

Programs C and D reference the array in the fol- 
lowing respective orders: 



Program C: 

X(1,1)...X(1,250),X(2,1). 
...X(1000,250) 



,.X(2,250) X(1000,l) 



Program D: 

X(1,1)...X(1000,1),X(1,2)...X(1000,2),...,X(1,250) 
...X(1000,250) 



Comparing these two orders with the order of the 
array shows that Program C references the array in 
a scattered way, skipping 999 array elements be- 
tween references, while Program D references the 
array consecutively. Program D obeys the rule. Vive 
la difference! 

The general rule for n-dimensioned FORTRAN ar- 
ray referencing is that the leftmost subscript should 
vary most rapidly, the next leftmost subscript should 
vary next most rapidly, etc. 

In PL/1, arrays are stored internally in row-major 
order— the opposite of FORTRAN— so PL/1 arrays 
should be referenced with the rightmost subscript 
varying most rapidly, the next-rightmost subscript 
next most rapidly, etc. 

In general, you should try to program according to 
The rule whenever you can. For many small pro- 
grams, the difference will be minimal; however, 
small programs can have large arrays! Programs C 
and D, after all, are * 'small" in the sense that they 
have few instructions. If you have a program that is 
inexplicably expensive to run, perhaps it is violating 
the rule too much or too often. 

Remember, you can find out the total number of 
page-reads used by your job— they are printed in the 
accounting information (the "tailsheet") after each 
signoff. Moreover, if you issue the command $SET 
TDR=ON, the CPU time and number of page-reads 
used will be printed after the execution of each com- 
mand. Try it! If a program is doing thousands of 
page-reads, it may well be wasting computing funds. 

After all this, you might wonder why we use the 
paging system if people have to worry about it. The 
reason is that we have, in MTS, a timesharing com- 
puter system in which jobs can have up to about 
8,000,000 bytes of storage whenever they need it. As 



we outlined in Part II, the cost of an. equivalent sys- 
tem using non-paged memory would be outrageous. 
We just couldn't do it. So, in the language of Part I, 
even that most benevolent of monarchs, the Thing 
King, is imperfect; to keep ourselves happy, we must 
take his faults into account. ■■ 



NEW VERSION OF IOH 
(Input/Output Conversion Program) 

A new version of IOH is now available in the file 
NEW: IOH. This version corrects bugs encountered in 
the previous version. Users should refer to the re- 
vised MTS Vol. 5, System Services, for a complete 
description of IOH. On 31 July 1974, NEW:IOH will 
be moved to *LIBRARY, and the present contents of 
IOH will be moved to OLD: IOH. On 30 August 1974, 
OLD: IOH will be destroyed. 

Users should note that the defaults for E- and F- 
type conversions have been changed from a double- 
word to a fullword (as documented in MTS Vol. 5). 
For doubleword values, the D modifier must be used. 
Since all plotter routines use an explicit modifier 
(either D or W) to define their values, there should be 
no conflict with any of the above mentioned routines. 

The other changes are: 

1. The M modifier, to suppress the decimal point, 
has been implemented. The M modifier is used only 
with F output format terms. 

2. Both the prime (single quote) and quote (double 
quote) characters may be used as literal-break char- 
acters. The closing literal-break character must be 
the same as the beginning one. 

3. Character, packed, and hexadecimal formats 
now work correctly. Alignment errors formerly oc- 
curred because these formats are all of variable 
length. If the internal field width is greater than the 
external field width, the internal field is truncated to 
the length of the external field. 

4. Complete error messages will be printed for 
alignment errors. 

5. Multiplicities are now processed correctly. 

6. By default, if the external field is too small to 
hold an E, I, or F conversion term, the field is filled 
with asterisks, and processing continues. This can 
be changed using the subroutine SETIOHER. 

7. Character input and output defaults to left- 
justification. The R modifier can be used to specify 
right-justification. 

8. The A modifier, to center the output in the field 
width, now works correctly. 

9. The length of output lines is determined by the 
furthest excursion of the line pointer, not by the 
position of the line pointer at the end of the con- 
version. For example, the final output line for the 
format 

T100,I4,S-104,15,* 

will contain a five-digit integer, 95 blanks, and a four- 
digit integer. 

10. E and F input and output conversion works cor- 
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